
Along with great variety and innovation in the single 
knitting field, functionality and durability are just as 
important.
Through continued research and development, we 
are committed to the production of high quality 
knitting machine needles.

Prevention of
Yarn Breakage

Previous Type

New Type - Vo 14141

Reduction of 
Latch Wear

Improved Clearing 
Performance

Innovated latch spoon shape 
alleviates yarn breakage through 
friction, and avoids contact with the 
sinker. Its edge is less prone to 
getting sharp over long-term use(*).

Latch seat has been optimized 
to reduce the load on latch. 
This prevents yarn breakage 
and enables long-term use.

By reducing resistance during clearing, 
the load on the latch is decreased, 
making it suitable for long-term use.

Latch wear comparison of the 
same time period of use

Clearing Resistance of Needle
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Clearing resistance
decreased by

18 % 

*Friction between the latch 
spoon and the sinker over 
lengthy periods of knitting may 
result in sharpening of the 
spoon edge. A sharpened 
edge leads to yarn breakage.
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Vo141/Vo104 series for Single Jersey 

Vo 14141-013
Vo 14141-014
Vo 14141-015
Vo 14141-016
Vo 10441-0015
Vo 10441-0016
Vo 14141-0001
Vo 14141-0002
Vo 14141-0003
Vo 14141-0004
Vo 10441-0019
Vo 10441-0020
Vo 14141-005
Vo 14141-006
Vo 14141-007
Vo 14141-008
Vo 10441-0017
Vo 10441-0018
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Vo 14152-09
Vo 14152-010
Vo 14152-011
Vo 14152-012
Vo 14152-0001
Vo 14152-0002
Vo 14152-0003
Vo 14152-0004
Vo 10452-01
Vo 10452-02
Vo 14152-0005
Vo 14152-0006
Vo 14152-0007
Vo 14152-0008
Vo 10452-03
Vo 10452-04

Vo 10436-13
Vo 10436-14
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Vo 14164-01
Vo 14164-02
Vo 14164-03
Vo 14164-04
Vo 10464-1
Vo 10464-2
Vo 14164-5
Vo 14164-6
Vo 14164-7
Vo 14164-8

Vo 12341-09
Vo 12341-010
Vo 12341-011
Vo 12341-012
Vo 7841-025
Vo 7841-026
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Item Latch
Motion

Others（28G）
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Motion

32G

104mm

Vo104series

Latch Motion
141mm

Vo141series

Latch Motion


